TempVvall

Quick and easy to
install temporary
modular wall system

Lightweight and durable, TempWall by Trusscore is an easy to install modular wall
system for rapid deployment of temporary rooms and isolation spaces.

The free-standing modular panels come ready to assemble allowing for a clean and quiet setup with
no dust or debris. The non-porous smooth panels are easy to clean and maintain, heavy-duty, and
impact resistant—designed to withstand the most demanding environments.

With many configurations possible, quickly and

easily divide your existing internal space to suit your
needs. Install as a single standalone barrier, combined
continuously to create a linear wall, or at a 90 degree
angle to create individual spaces.

Features and Benefits

Modular system allows easy, clean, and rapid
deployment and installation

Hospital-grade
Non-porous surface

Lightweight and strong panels for easier
transport, assembly, and re-configuration

Environmentally sustainable - 100% recyclable
with zero cut-off waste

UV stabilizers prevent discolouring and cracking
Coated with Microban Aegis Microbe Shield

Multiple configurations possible with included
hardware

Microban Aegis Microbe Shield

TempWall is coated with Microban
Aegis Microbe Shield, an antimicrobial
surface treatment that molecularly
bonds to the surface of TempWall,
making it inhospitable to germs. Aegis
has demonstrated a 99.99% reduction
of a broad range of bacteria, molds,
yeast, and fungi on treated surfaces.

The coating is registered with Health
Canada and the US EPA, is non-
flammable, poses no off-gassing risk,
and will not transfer from treated
surfaces.

B+ Health Canada: PMRA PCP# 15133
W= S EPA # 64881-2

Trusscore Inc. operates under Health Canada Class 1 Medical Device Establishment License #11676



TempWall by Trusscore is a temporary modular wall system that is quick and easy to install,
re-configure, and remove. It’s a fast and flexible solution to create temporary spaces.

1 x Fully assembled wall

2 x Foot plates

2 x U-style top/bottom clips
2 x T-style top/bottom clips

20 x Stainless steel screws

* Cordless drill required to install

TEMPWALL-28T

TEMPWALL-60T

Dimensions

285" w x 80” h x1-3/8" d
(72.4 cm x 203.2 cm x 3.5 cm)

60" w x 80" h x1-3/8” d
(152.4 cm x 203.2 cm x 3.5 cm)

Weight

27 lbs (12.25 kg)
fully assembled

50 Ibs (22.68 kg)
fully assembled

Microban Aegis
Microbe Shield
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TEMPWALL-28T and TEMPWALL-60T can be assembled together
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Can we help with TempWall?

Start the conversation today with one of our sales representatives.
1888 994-3130 | www.trusscore.info
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